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Abstract
The exigent requirements for personal protections in terms of energy absorption and ergonomics have
led to increasing interest in bioinspired protections. This work focuses on the numerical analysis of
ballistic behavior of different bioinspired geometries under impact loadings. Ceramic armors based on
ganoid fish scales (the type exhibited by gars, bichirs and reedfishes), placoid fish scales (characterizing
sharks and rays) and armadillo natural protection have been considered. Different impact conditions are
studied, including perpendicular and oblique impacts to surface protection, different yaw angle, and mul-
tiple impacts. Main conclusion is related to the improved efficiency of modular armors against multiple
shots exhibiting more localized damage and crack arrest properties. Moreover, its potential ergonomic is a
promising characteristic justifying a deeper study.
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Introduction
The increased terrorism activity has translated war scenarios involving ballistic threats to European
cities. Penetration capability of hard-cored armor-piercing ammunition, leads to increase require-
ments of personal protections for law enforcement agents combining both elevated resistance against
penetration and ergonomics.
The optimum armor solutions against ballistic threats range from polymer composites for the less
penetrative projectiles to ceramic-faced polymer composites for higher velocity and harder types
(Woodhead Publishing Limited, 2012). Ceramics exhibit low density, high hardness, high rigidity,
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and compressive strength, causing projectile fragmentation and erosion dispersing the kinetic energy
(Woodhead Publishing Limited, 2012). Alumina is one of the most used ceramic types in the defense
sector, due to its competitive cost-to-eﬃciency rate (Ponizˇnik et al., 2017).
In modular armors, the ceramic tiles are joined to a backing plate based on metal or composite
(commonly based on aramid ﬁbers) (Pandya et al., 2015). Thus, the increased armor performance is
because of the combination of the erosive eﬀect of the ceramic and the composite and energy
absorption capability of the backing plate.
Although ballistic behavior of protections has been widely studied in the literature (Pandya et al.,
2015; Rostamiyan and Ferasat, 2017; Shaktivesh et al., 2015), ergonomics is also an important issue
to be accounted specially when the protection is used during long periods. On the other side, the
protective performance of the armor under multiple shots is a crucial requirement. Only few works
have been focused on this important aspect of the protection (Deka et al., 2009; Grujicic and
Coutries, 2012; Russell, 2014). Deka et al. (2009) carried out experimental tests and numerical
simulations in order to investigate the response of laminated composites subjected to high velocity
and multi-site impacts. They concluded that the sequential impact resulted in a 23.0% and 14.2%
increase in delamination damage over simultaneous impact for two and three projectile impacts,
respectively. Russell (2014) investigated multi-impact of projectiles on thin 304 stainless steel plates
in order to assess the degradation of ballistic performance. Grujicic and Coutries (2012) studied
numerically the multi-hit ballistic-protection performance of a transparent glass/polycarbonate
laminate armor, demonstrating the inﬂuence of prior bullet shots in reducing armors ballistic-pro-
tection performance.
Bioinspired protections based on modular architecture can provide impact resistance to single
and multiple shots and mobility due to their ﬂexible conﬁguration. Currently, it is possible to ﬁnd
modular ceramic structures with the aim of resisting multiple impacts (e.g. Chintapalli et al., 2014;
Peel, 2015). Chintapalli et al. (2014) analyzed a hexagonal one-layer armor using static analysis and
inferring conclusions for impact situations, but not dynamic impact simulations/tests are performed
or considered. They considered material properties for a borosilicate glass, but not enough infor-
mation about the exact composition. Peel (2015) focused on the dragon skin armor using experi-
mental tests. The ceramic module was introduced in pockets of the bulletproof vest in the form of
dragon scales, but not material properties are provided for performing simulations. Therefore, due
to the sensibility of the material and damage parameters with composition, these lack of properties
diﬃcult the possible results comparison between them and other works.
Animal protections are based on multifunctional dermal armors combining protective role with
mobility and commodity (Yang et al., 2013). Flexible dermal armor is able to distribute the locally
applied load (for instance, by teeth) to a larger region, decreasing stress concentration and damage
to the underlying tissue. Therefore, ﬂexible armor based on rigid pieces presents a compromise
between protection and mobility. The animals exhibiting natural armors are between others, arma-
dillos or pangolin (mammals), alligators, crocodiles, lizards, turtles (reptiles) and diﬀerent ﬁshes.
Several authors have observed the good performance of these natural armor under impact
(Flores-Johnson et al., 2014; Grunenfelder et al., 2014). Fish scales have also been studied showing
interesting protective performance (Chintapalli et al., 2014; Liu et al., 2016). Due to the complex
geometries involved in the natural armors some studies have been focused on developing designing
methodologies for computer simulations (see e.g. Duro-Royoa et al., 2015). All the studies show
promising performance, however, also drawbacks on controlling the proper geometry and weight
are revealed. Therefore, more eﬀort is necessary prior to implementation of these type of bioinspired
protections in current armor design.
2
Experimental work is extremely costly due to the expensive ceramic components and the diﬃculty
in developing tooling for manufacture prototyping. It is worth noting the importance of geometrical
conﬁguration of the bioinspired armor based on the small pieces assembly. Numerical modeling
based on ﬁnite element method (FEM) is a powerful tool commonly used in armor development
helping in the ﬁrst stages of designing. This paper focuses on the numerical analysis of diﬀerent
conﬁgurations of bioinspired ceramic armor being a ﬁrst stage for a further design. Three-dimen-
sional (3D) ﬁnite element models have been developed in order to investigate the response of
bioinspired ceramic armor systems against normal, oblique and yaw angle impact of penetrating
projectiles. The armors performance has been compared in terms of depth of penetration (DOP) and
damage distribution using the ﬁnite element code ABAQUS/Explicit. The considered conﬁgurations
in the present work are ganoid ﬁsh scales (that can be found mainly in gars, bichirs and reedﬁshes);
placoid scales (found in sharks and rays, elasmobranchs), and armadillo protection (dermal bone
plates covered by scales called scutes). These conﬁgurations are selected due to the promising behav-
ior of these architectures and the lack of studies comparing their performance as can be found for
ﬁsh scales considered in Chintapalli et al. (2014) and Liu et al. (2016) or for the dermal conﬁguration
approximated by the use of composites (Flores-Johnson et al., 2014; Grunenfelder et al., 2014).
Main goal of the present work is the numerical analysis of the response of the outer ceramic layer
based on bioinspired armors for ballistic protections. Diﬀerent ceramic structures (geometry, size,
and overlapping) and impact situations (orthogonal, oblique, yaw angle and multi-impact) are
studied. All conﬁgurations are simulated with a metallic back plate and their performance were
compared to that exhibited by a monolithic ceramic plate.
The paper is structured in this introduction, followed by the section ‘Description of bioinspired
armor conﬁguration’ presenting the description of the armor architecture and the ammunition
considered in the analysis. Section ‘Numerical modelling’ describes the numerical models and the
validation of the mechanical behavior of the ceramic components. The results are included in section
‘Results and discussion’ and ﬁnal conclusions are stated in section ‘Conclusions’.
Description of bioinspired armor configuration
The bioinspired armor conﬁgurations considered are presented in this section: two kinds of ﬁsh
scales (with diﬀerent elemental module geometry and assembly strategy) based on the armadillo
natural protection. The selected conﬁgurations are approximated using simpliﬁed modules, designed
accounting for manufacture feasibility. The module dimensions are adjusted to keep approximately
the ratio between the diﬀerent dimensions, and an average thickness of 10 mm, that is the thickness
of the monolithic ceramic armor conﬁguration used as a reference for model validation.
Ganoid configuration
The ﬁrst modular model is based on ganoid ﬁsh scales exhibited by gars, bichirs and reedﬁshes. They
are diamond-shaped scales (see Figure 1), with a multilayer structure: ganoine, dentine, isopedine
and a bone basal plate (with total thickness about 400 mm), being the ganoine the hardest layer
(62 GPa) (Bruet et al., 2008). Each module shows two diﬀerent parts: a diamond-shaped part
forming the external barrier and a lower part intended for assembly several modules. Figure 1




The second modular model considered in this work is based on placoid scales, found in sharks and
rays (elasmobranchs). These scales are used as protection against predators and, in some sharks, also
have a hydrodynamic function. Similar to the human teeth, they have an inner core made of con-
nective tissues, blood vessels and nerves. They are covered by a dentine layer and a hard outer layer
of vitrodentine. The exposed surface is covered with a hard enamel layer (Porter et al., 2017), which
Young’s modulus, measured using indentations, ranges from approximately 3 to 6GPa and 70 to
120GPa, respectively (Bajaj and Arola, 2009). The scales are supported by spines attached to a
rectangular basal plate that rests on the skin (Figure 2). The module geometry is simpliﬁed for
computational costs and manufacturability. The modules present an indentation and a beak for
limiting any vertical movement. Module shape and their assembly are displayed in Figure 2.
Armadillo configuration
The armadillo armor consists of dermal bone plates covered by scutes acting as a defense against
predators (Figure 3). The armadillo has a unique protective body armor, called the osteoderm,
which confers to its shell-like skin distinctive mechanical properties (Chen et al., 2011). The tough
and highly mineralized tiles have a Young’s modulus of 425 MPa, a tensile strength of approxi-
mately 20 MPa and toughness of around 1 MJ=m3. The modules are similar to bands assembled
together. Dimensions of a module, and the assembly scheme, can be observed in Figure 3.
Numerical modelling
In this section, the modeling strategies for the simulation of the projectile and the modular armor
behavior are presented. The mechanical properties of the diﬀerent components of the model are
Figure 1. Scheme of the ganoid configuration, and assembly pattern of the ganoids inspired modules.
Dimensions in mm.
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calibrated and validated comparing to experimental results available in the literature (Reaugh et al.,
1999). Once the numerical models faithfully predict the experimental results, bioinspired armors
conﬁgurations are compared to each other. Contact between target components is modeled using
non-penetration algorithms available in the FE code.
Figure 2. Scheme of the placoid configuration. Elemental module and assembly reproducing placoid scale.
Dimensions in mm.
Figure 3. Scheme of the armadillo configuration. Elemental module reproducing armadillo module. Dimensions in mm.
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Projectile
The projectile is deﬁned as a cylinder with aspect ratio length/diameter (L ¼ 25:4 mm,
D ¼ 6:35 mm) equal to 4, which is an intermediate value between long rods and short projectiles
being representative of a wide range of diﬀerent ammo. The rod material is deﬁned as tungsten
sinter-alloy W2, according to Reaugh et al. (1999). The projectile model, shown in Figure 4, is
meshed using C3D8R (hexahedrons) with element size equal to 0.5 mm.
Numerical model for calibration of ceramic behavior
The mechanical behavior of the ceramic is calibrated according to ballistic tests on a monolithic
plate of ceramic (alumina 96) joined to a back plate made of steel 4340, described in Serjouei (2015).
Dimensions of the target are 102 102 t mm3 for the ceramic tile with variable thickness (t ranges
from 10:5 mm to 30:2 mm), and 152 152 64 mm3 for the steel plate. The experimental set up and
the model meshes are shown in Figure 4. The experimental and numerical results are compared in
terms of DOP in the steel block.
The ceramic tile is meshed with hexahedrons (elements denoted C3D8R in ABAQUS/Explicit),
with a size deﬁned in two regions. The mesh is reﬁned at the zone around the impact area deﬁned by
a square of 30 30 mm2 with element size of 0:5 mm while, out of this region the element size is
increased, in normal direction is also 0:5 mm.
The steel plate is meshed using hexahedrons. The element size is deﬁned in the same way
in two regions, a region corresponding to the impact zone, given by a 35 35 24 mm3.
The ceramic tile is located over the steel plate, imposing non-penetrating contact between adjacent
surfaces.
Bioinspired armor: Modeling ceramic modular component and metallic back plate
The models reproducing bioinspired protection combine a metallic back plate and the ceramic
elements substituting the monolithic plate modeled as a reference case. In all cases, ceramic part
is located over the steel plate, and no penetrating contact conditions are imposed between contacting
surfaces. The reference thickness and average thickness of both the bioinspired modules and the
reference monolithic plate are stated equal to 10:0 mm.
Figure 4. Validation case for monolithic armor and projectile. Experimental target set up (Reaugh et al., 1999), and
numeric model.
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Ceramic monolithic armor. The model of the ceramic monolithic armor used for model calibration
is also used as a reference for comparison to the bioinspired conﬁguration (details have been pre-
viously described, see Figure 4).
Ganoid modular armor. Modules are meshed independently using hexahedron elements.
Element size in the impact area (30 30 mm2) is 0:5 mm while outside of the impact zone
coarser elements is used. Finally, the modules are assembled onto the back layer forming a
plate based on discrete pieces. Details of the module mesh and assembled plate are illustrated in
Figure 5.
Placoid modular armor. Modules are meshed in a similar way than that described for the ganoid
armor using structured hexahedrons as regular as possible. The average size of the elements at the
impact region is 0:5 mm, while coarser elements are deﬁned out of this region. The modules are
assembled on the back layer forming a plate as it is detailed in Figure 6.
Armadillo modular armor. Modules are meshed using hexahedrons with element size 0:5 mm at the
impact region while the element size increases out of the impact area. Bands are assembled on the
back layer as it is shown in Figure 7.
Materials modelling
Metallic components. The thermoviscoplastic mechanical behavior of the metallic alloys in the
back plate and also in the projectile is modeled using the Johnson–Cook (JC) equation (Johnson and
Cook, n.d.). The JC model available in the commercial code used in this work (ABAQUS/Explicit) is
Figure 5. Detail of module meshing and assembled plate for ganoid armor.
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deﬁned in equations (1) and (2). The ﬁrst term deﬁnes strain hardening "pð Þ, the second strain rate
sensitivity _"p
 
and the third one is related to the thermal softening ð Þ:
 "p, _"p,T




where A, B, C, n and m are material constants, _"0 is a user-deﬁned reference strain rate,  depends
on the current temperature T, being Tm the melting temperature, and T0 a reference temperature:
 ¼ T T0
Tm  T0 ð2Þ
Figure 6. Detail of module meshing and assembled plate for the placoid armor.
Figure 7. Detail of band and assembly meshes for the armadillo inspired armor.
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Material failure is introduced through the criterion of JC, which is based on damage accumula-







where D is the damage in the element, "pi is the increment of accumulated plastic strain on loading
step i summed over the loading steps, and "f is the plastic strain to failure deﬁned in equation (4).
"f , _"
p,






where Di are failure parameters and  is the stress triaxiality. D is used as criterion for element
deletion (D ¼ 1.0), when "f reaches the critical value given in equation (4).
The parameters of the constitutive equation and failure models are obtained from Serjouei (2015)
for the cases of steel (back plate) and tungsten (projectile) (see Tables 1 and 2).
Ceramic components. The Johnson–Holmquist-2 (JH-2) constitutive model (D. Systemes, 2012;
Johnson and Holmquist, 1993), is used to reproduce the ceramic mechanical behavior under large






E GPað Þ 310 D1 0.0
 0.03 D2 0.0.33
A 1506 D3 1.5
B 177 D4 0.0
n 0.12 D5 0.0
m 1 C 0.016
Tm Kð Þ 1723 Ttrans Kð Þ 300






E GPað Þ 159 D1 0.05
 0.32 D2 3.44
A 792 D3 2.12
B 51 D4 0.0002
n 0.26 D5 0.61
m 1.03 C 0.014
Tm Kð Þ 1793 Ttrans Kð Þ 300
9
strain, high-strain rate, and high pressure conditions. The model consists of three terms describing
strength, pressure and damage. Strength is expressed using the normalized von Mises equivalent
stress as it is formulated in equation (5).
 ¼ i D i  f
 
ð5Þ
where i is the normalized intact equivalent stress, 

f is the normalized fractured equivalent stress
and D is the damage. The normalized stresses are given in the generalized form  ¼ =HEl, where 
is the von Mises equivalent stress and HEl is the equivalent stress at the Hugoniot Elastic Limit
(HEL). The normalized intact and fractured equivalent stresses are formulated in equations (6)
and (7), respectively.
i ¼ A P þ Tð ÞN 1þ C ln _ð Þ ð6Þ
f ¼M Pð ÞM 1þ C ln _ð Þ ð7Þ
where A, B, C, M, N are material parameters. The normalized pressure is deﬁned as P ¼ P=PHEL,
with P being the actual pressure and PHEL the pressure at the HEL. The maximum tensile hydro-
static pressure is T ¼ T=PHEL where T is the maximum tensile pressure that the material can
withstand. The normalized strain rate is deﬁned as _ ¼ _= _0 where _ is the current strain rate
and _0 ¼ 1:0 is a reference strain rate. The pressure density relationship is introduced in equation (8).
P ¼ K1þ K22 þ K33 if   0 ð8Þ
P ¼ K1 if   0 ð9Þ
where  ¼ =0  1. The model includes the eﬀect of dilatation or bulking that appears with the
brittle material failure, as an additional pressure increment, equation (10)
P ¼ K1þ K22 þ K33 þP ð10Þ
P is determined by energy considerations in equation (11)
Ptþt ¼ K1tþt þ
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
K1tþt þPtð Þ þ 2K1U
p
ð11Þ
where  is the fraction of elastic energy loss converted to potential hydrostatic energy, equal to 1 in
the present case.






"pli is the equivalent plastic strain increment on loading step i summed over the loading steps, and
"plf is the equivalent plastic strain to fracture under constant pressure deﬁned by equation (13)
"plf ¼ D1 P þ Tð ÞD2 ð13Þ
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D1 and D2 are material parameters.
The selected material for this analysis is Alumina 96% (Al2O3), which parameters, obtained from
Klasztorny and Swierczewski (2012), Morka and Nowak (2012) and Serjouei (2015), are presented in
Table 3. The material parameters are veriﬁed using the experimental data in Serjouei (2015) and
Reaugh et al. (1999).
Results and discussion
The performance of the armor conﬁgurations is analyzed using numerical modeling. Several impact
conditions corresponding to normal, and oblique impacts (with or without yaw angle), and multiple
impacts are simulated. The obtained numerical results are compared with experimental data
(Reaugh et al., 1999), or with the reference conﬁguration in terms of the DOP and damaged
volume in the steel plate.
Model validation
The ceramic material behavior is validated with experimental data of ceramic tiles subjected to
ballistic impact, reported in Reaugh et al. (1999). The calibration/validation is based on the com-
parison between DOP in the steel block obtained from the numerical simulation, illustrated in
Figure 8, and the experimental DOP reported in Reaugh et al. (1999). Table 4 summarizes experi-
mental and numerical predictions of DOP for the monolithic ceramic tile. Especially close to the
thickness equal to 10 mm, assumed as a reference thickness and average thickness for the bioinspired
modules, results show good agreement.
Numerical results for bioinspired configuration
Two parameters are considered in order to analyze the armor performance. For each armor,
the dimensionless depth of penetration (DOPdim) (equation (14)), is deﬁned as the ratio
between the depth obtained (DOParmor) and the reference depth obtained for the mono-
lithic ceramic plate (DOPmonolithic). The second parameter of interest is the dimensionless
damaged volume ratio, DVdim, deﬁned as the ratio between the damaged volume in the
backing material for each modular conﬁguration and the obtained for the monolithic
Table 3. Alumina material parameters for JH-2 model.
 3850 kg=m3 G 152 GPa
A 0.88 n 0.64
B 0.45 m 0.6
C 0.007 T 0.462 GPa
PHEL 4 GPa  1
D1 0.0125 D2 0.7












Orthogonal impact. The ﬁrst set of simulations corresponds to normal impact, i.e. the projectile
impact direction is orthogonal to the armor ceramic plane with initial impact velocity set to
v0 ¼ 1350 m=s. The following situations are considered: a bullet revolutional axis orthogonal to
the impact plane 	 ¼ 0, and a bullet which axis deﬁnes a yaw angle of 	 ¼ 30o from the orthogonal
direction to the plane of the target. Real bullet commonly experiences yaw deviations, thus the
second case analyzed in this section is more realistic reproducing service conditions. As it was
explained previously, the average thickness for each ceramic conﬁguration is 10 mm. The scheme
of the simulated conﬁgurations is presented in Figure 9.
Figure 8. Scheme of the DOP estimation for the numerical simulations.
DOP: depth of penetration.
Table 4. DOP comparison between numerical model and experimental results for cer-
amic model validation.
Tile thickness (mm) Initial velocity (m/s) Exp. DOP (mm) Num. DOP (mm)
10.5 1350 14.5 15.0
20.6 1360 8.7 11.0
30.2 1360 4.0 6.2
DOP: depth of penetration.
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The DOPdim of each conﬁguration (equation (14)) is presented in Table 5. It can be observed that
the DOPdim is higher for the armor with smaller modules, especially in the case of a direct impact. In
case of a bullet with a certain yaw angle, the modular armor behaves quite similar to the monolithic
armor. The smaller modules oﬀer less individual protection.
The dimensionless damaged volume ratio (equation (15)) is presented in Table 6. The damaged
patterns for each conﬁguration are illustrated in Figures 10 and 11. Modular armors produced lower
eﬀect on projectile erosion, however, they give better performance for wider impact region.
Meanwhile, the monolithic plate can be regarded as destroyed after impact, damaged ceramic is
highly localized on the armor with small modules and does not propagate to the regions not directly
aﬀected by the impact. This behavior is important for the case of multiple shots, and the possibility
of repairing a reduced area instead of replacing the entire ceramic plate.
Figure 9. Scheme of simulated normal impacts.
Table 5. DOPdim ratio for orthogonal impacts and different yaw angle.
Configuration Placoid Ganoid Armadillo
	 ¼ 0 1.28 1.09 1.06
	 ¼ 30 1.13 1.12 0.95
DOPdim: dimensionless depth of penetration.
Table 6. Steel dimensionless damaged volume ratio for orthogonal impact
and different yaw angle.
Configuration Placoid Ganoid Armadillo
	 ¼ 0 1.60 2.05 1.85
	 ¼ 30 1.31 1.10 1.58
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Oblique impact. The second set of simulations corresponds to oblique impact situations, i.e. the
projectile impact direction is oblique with respect to the armor ceramic plane, the deviation from this
plane is 30. The initial impact velocity is set to v0 ¼ 1350 m=s as it was explained previously. Cases
with bullet axis aligned with the impact velocity direction and yaw angle equal to 	 ¼ 30 are also
considered. The oblique impact is better approximation to real service conditions, including
Figure 10. Damage distribution on ceramic for the orthogonal impact and bullet aligned with the impact trajectory.
Damaged in red, undamaged in blue.
Figure 11. Damage distribution on ceramic for the orthogonal impact, and bullet with yaw from the impact
trajectory, 	 ¼ 30. Damaged elements in red, undamaged in blue.
14
fragments from explosion, as it is commented previously. Scheme of the simulated conﬁgurations is
presented in Figure 12.
DOPdim (equation (14)) results are presented in Table 7. The dimensionless DOP is slightly higher
for smaller modules armor, but since the impact is oblique, the entanglement between diﬀerent
modules also plays an important role, explaining the better comparative performance for the placoid
conﬁguration. The armadillo armor conﬁguration shows almost the same performance in terms of
DOPdim as the monolithic plate.
The results for steel dimensionless damaged volume ratio, DVdim (equation (15)), are presented in
Table 8. The ceramic damaged area is illustrated in Figures 13 and 14.
Steel normalized damage extension ratio is always higher in the modular armors in comparison to
the monolithic plate. This is related to localization of damage in the modular conﬁguration.
However, this is an advantage for prevention of the loss of eﬃciency of the armor out of the
impact region. As it is reported in the former case, the monolithic plate can be considered destroyed
after the impact. It is highlighted that the protective role of the modular armors is slightly worse
(1–8%) but close to the monolithic plate behavior making them suitable for light weapons
ammunition.
Figure 12. Scheme of simulated oblique impacts.
Table 7. DOPdim for oblique impacts and different yaw angle.
Configuration Placoid Ganoid Armadillo
	 ¼ 0 1.16 1.26 1.08
	 ¼ 30 1.05 1.12 1.01
DOPdim: dimensionless depth of penetration.
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Figure 14. Damage distribution on ceramic for the oblique impact, and bullet with yaw from the impact trajectory,
	 ¼ 30. Damaged elements in red, undamaged in blue.
Figure 13. Damage distribution on ceramic for the oblique impact and bullet aligned with the impact trajectory.
Damaged elements in red, undamaged in blue.
Table 8. Steel dimensionless damaged volume ratio for oblique impacts and different yaw angle.
Configuration Placoid Ganoid Armadillo
	 ¼ 0 1.48 2.21 1.60
	 ¼ 30 1.72 1.16 1.94
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Multiple impacts
Last simulations set considers the multi-shot case consisting of two bullets impacting subsequently
the same armor with the same velocity. Multi-hits are reported to aﬀect the performance of the
armors, and occur under real ﬁre situation (automatic weapons, or fragments in explosion, for
instance). The trajectory of both projectiles is assumed to be orthogonal to the upper plane of the
armor. The initial impact velocity is set to v0 ¼ 1350 m=s. The distance between both bullets impact
trajectory axis is 17:5 mm. A scheme of the simulated conﬁgurations is presented in Figure 15.
The DOPdim values for each projectile are presented in Table 9, being slightly worse for the
ﬁrst impact, as expected; however, it is almost the same or better for the second impact.
The change on protection ratio in comparison to the ﬁrst impact, can be related to the remaining
protective role of the modules, as the damaged for each impact is more concentrated, and therefore
the modules not directly aﬀected still retain some protective properties in comparison to the mono-
lithic plate armor.
Figure 15. Scheme of simulated double impacts.
Table 9. DOPdim ratio for double impacts.
Configuration Placoid Ganoid Armadillo
First impact 1.12 1.12 0.96
Second impact 1.03 1.01 0.88
DOPdim: dimensionless depth of penetration.
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Steel dimensionless damaged volume ratio is presented in Table 10. Ceramic damaged area is
observed in Figure 16. The steel normalized damage extension ratio in the armors is higher than in
the monolithic case. It is remarkable that the damaged ceramic region is still lower than for the
monolithic plate, and therefore, if a third impact would occur, the modular armor would exhibit
some protection. Therefore, modules maintain its protective role on multi-hit situations in compari-
son to monolithic armors, even accepting that its overall protection is slightly lower for just one
impact. These results are signiﬁcant for long-term operations.
Armadillo armor module analysis
According to aforementioned results, the protection based on armadillo armor shows a good per-
formance in ballistic terms. For this reason, a deeper study is carried out in this section. The eﬀects
Figure 16. Damage distribution on ceramic for the oblique impact and bullet aligned with the impact trajectory.
Damaged elements in red, undamaged in blue.
Table 10. Steel dimensionless damaged volume ratio for double impacts.
Configuration Placoid Ganoid Armadillo
Double impact 1.71 2.57 1.83
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of the impact on diﬀerent parts of a module and the case for several modules inﬂuence are inves-
tigated. The scheme of the analyzed impact directions and relative positions for one and two mod-
ules conﬁgurations are schemed in Figures 17 and 18, respectively. The initial impact velocity is set
to v ¼ 1350 m=s.
Figure 17. Geometrical scheme of simulated impacts considering only one module for the armadillo armor.
Figure 18. Geometrical scheme of simulated impacts considering only two module for the armadillo armor.
Table 11. DOPdim ratio for module analysis.
Configuration 1 2 3 4
One module 1.04 1.44 1.13 1.26
Two modules 1.01 1.04 1.03 0.87
DOPdim: dimensionless depth of penetration.
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The DOPdim for each conﬁguration is presented in Table 11. The DOPdim shows that the ballistic
performance of modules can be comparable to the obtained with a same thickness monolithic plate.
Steel dimensionless damaged volume ratio is presented in Table 12. Ceramic damaged area is
observed in Figures 19 and 20. In every considered case, the obtained damage is smaller than in the
case where the monolithic plate is considered. It is highlighted that in the conﬁguration 4 for two
modules, the projectile bounces after the impact. It is an eﬀect due to the diﬀerence on erosion by the
bottom module and the top plate as the projectile advances thorough the union, and shows that, in
some cases, the presence of seams might be even advantageous.
Figure 19. Damage pattern on ceramic for the oblique impact and bullet aligned with the impact trajectory (upper
view). Damaged elements in red, undamaged in blue.
Table 12. Steel dimensionless damaged volume ratio for module analysis.
Configuration 1 2 3 4
One module 1.80 2.00 2.25 1.87
Two modules 2.15 2.20 1.52 1.67
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Conclusions
In this paper, bioinspired modular armors for ballistic protections have been analyzed using numer-
ical modelling based on FEM. The considered armors cover several geometries, module size, and
module overlapping. Diﬀerent impact situations (orthogonal, oblique and yaw deviations) have been
studied in order to analyze the armor performance on realistic service conditions.
The protection performance evaluated in the back plate in terms of DOPdim and damaged
volume, DVdim, showed that the modular armors performance was slightly lower than that exhibited
by the monolithic plate. However, the damage on the armor was conﬁned close to the impact zone
and thus, the modular conﬁguration maintained its protective performance in case of multiple
impacts. Hence, in combat situations, modular armors would provide advantages respect to the
monolithic ones, since those retained protective performance for subsequent shots.
Moreover, the possibility of a partial replacement for reparation after shooting is also an inter-
esting advantage. Bioinspired modular protections also owe the advantage for ergonomic design,
being critical in long-term usage of the protection.
Armor based on armadillo structure presented higher performances in terms of the analyzed
parameters in this work, being an alternative to monolithic ceramic tile. In fact, armadillo armor
improved by 4% in terms of penetration depth to the monolithic structure for a ﬁrst impact and up
to 12% for the second impact. In other hand, the architectures based on placoid and ganoid pre-
sented worse performance for the ﬁrst impact, showing similar results to the monolithic structure in
Figure 20. Damage pattern on ceramic for the oblique impact and bullet aligned with the impact trajectory (upper
view). Damaged elements in red, undamaged in blue.
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the second one. However, no direct performance comparison has been feasible with results provided
by other authors due to diﬀerences in the material and armor geometries analyzed.
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